
T E C H N I C A L  D ATA S H E E T  ·  H E X  N U T S

Metric heavy hex nuts
ASME B18.2.4.6M · M12 – M100
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d Nominal thread diameter
P Thread pitch
s Width across flats
e Width across corners
m Thickness
c Height of washer face
dw Bearing face diameter, min.

D I M E N S I O N S  I N  M M

THREAD D PITCH P
S E M C DW

MAX. MIN. MAX. MIN. MAX. MIN. MAX. MIN. MIN.

M12 1.75 21.00 20.16 24.25 22.78 12.3 11.9 0.8 0.4 19.2

M14 2 24.00 23.16 27.71 26.17 14.3 13.6 0.8 0.4 22.0

M16 2 27.00 26.16 31.18 29.56 17.1 16.4 0.8 0.4 24.9

M20 2.5 34.00 33.00 39.26 37.29 20.7 19.4 0.8 0.4 31.4

M22 2.5 36.00 35.00 41.57 39.55 23.6 22.3 0.8 0.4 33.3

M24 3 41.00 40.00 47.34 45.20 24.2 22.9 0.8 0.4 38.0

M27 3 46.00 45.00 53.12 50.85 27.5 26.3 0.8 0.4 42.8

M30 3.5 50.00 49.00 57.74 55.37 30.7 29.1 0.8 0.4 45.6

M36 4 60.00 58.80 69.28 66.44 36.6 35.0 0.8 0.4 55.9

M42 4.5 70.00 67.90 80.83 77.41 42.0 40.4 1.0 0.5 64.5

M48 5 80.00 77.60 92.38 88.46 48.0 46.4 1.0 0.5 73.7

M56 5.5 90.00 87.20 103.92 99.41 56.0 54.1 1.0 0.5 82.8

M64 6 100.00 96.80 115.47 110.35 64.0 62.1 1.0 0.5 92.0

M72 6 110.00 106.40 127.02 121.30 72.0 70.1 1.2 0.6 101.1

M80 6 120.00 116.00 138.56 132.24 80.0 78.1 1.2 0.6 110.2

M90 6 135.00 130.50 155.88 148.77 90.0 87.8 1.2 0.6 124.0

M100 6 150.00 145.00 173.21 165.30 100.0 97.8 1.2 0.6 137.8

Grades and finishes: configure at hbsfasteners.nl/products/hex-nuts.
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