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T-head bolts
DIN 261:2010
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L E G E N D

d Nominal thread diameter
P Thread pitch
b Thread length
k Head height
l Nominal length
n, m Dimensions to DIN 261
t, db From M36, to DIN 261

D I M E N S I O N S  I N  M M

THREAD D PITCH P
B

K N M T MIN. DB
L ≤ 120 120 < L ≤ 200 L > 200

M8 1.25 22 – – 5.5 8 18 – –

M10 1.5 26 – – 7 10 21 – –

M12 1.75 30 – – 8 12 26 – –

M16 2 38 44 – 10.5 16 30 – –

M20 2.5 46 52 – 13 20 36 – –

M24 3 54 60 – 15 24 43 – –

M30 3.5 66 72 – 19 30 54 – –

M36 4 78 84 – 23 36 66 22 M12

M42 4.5 90 96 109 26 42 80 22 M12

M48 5 – 108 121 30 48 88 22 M12

M56 5.5 – 124 137 35 56 102 26 M16

M64 6 – 130 143 40 64 115 26 M16

M72 6 – – 169 45 72 128 26 M16

M80 6 – – 185 50 80 140 33 M20

M90 6 – – 205 55 90 155 33 M20

M100 6 – – 225 62 100 170 33 M20

– : not standardised for this length range, or no confirmed value.

Configure at hbsfasteners.nl/products/engineered.
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