HEBS

SOLUTIONS IN FASTENERS

TECHNICAL DATASHEET - WASHERS

Square taper washers for U-sections

DIN 434 - 8 % taper

DIMENSIONS IN MM

NOMINAL SIZE

1
13.5
17.5
22
24
26
30

[
b
D1 A
FOR THREAD
MIN.  MAX. NOM. MIN.
M8 9 936 22 20
M10 11 1143 22 20
M12 136 13.83 26 24
M16 175 17.83 32 295
M20 22 2252 40 375
M22 24 2452 44 415
M24 26 2652 56 53
M27 30 3052 56 53

MAX.

24
24
28

345

425

485
59
59

e
B
B

NOM. MIN.  MAX. NOM.
22 2135 2265 28 3.8
22 21.35 2265 29 338
30 29.35 30.65 3.7 4.9
36 352 36.8 4.45 5.9

44 432 448 525 7

50 49.2 50.8 6 8
56 56.05 56.95 6.26 8.5
56 55.05 56.95 6.26 8.5

MIN.

3.2
3.2
3.9
4.9
6
7
7.3
7.3

LEGEND

di
a
b

MAX.

44
44
5.9
6.9
8
9
9.7
9.7

1.6
1.6
2
2.4
2.8
3.2
3.2
3.2

0.5
0.5
0.7
0.8
0.9
1
1
1

z

1.68
1.68
1.68
2
2
2
3.8
3.8

Inner diameter
Side length
Side length

WEIGHT KG / 1000 PCS

9.567
8.85
18.2
3.4
56.9
82.3
128
118

Hole diameter d1to the 04/2000 edition (M12: 13.5, M16: 17.5; the 1990 edition had 14 and 18). Configure at hbsfasteners.nl/products/washers.
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