
T E C H N I C A L  D ATA S H E E T  ·  H E X  N U T S

Hexagon thin nuts, form A (without chamfer)
DIN 439-1 (form A) · product grade B · M1.6 – M10

s

e m

d L E G E N D

d Nominal thread diameter
P Thread pitch, coarse
s Width across flats
e Width across corners, min.
m Nut height

D I M E N S I O N S  I N  M M

THREAD D PITCH P FINE THREAD WIDTH ACROSS FL ATS S WIDTH ACROSS CORNERS E MIN.
HEIGHT M

MAX. MIN.

M1.6 0.35 – 3.2 3.28 1 0.6

M2 0.4 – 4 4.18 1.2 0.8

M2.5 0.45 – 5 5.31 1.6 1.2

M3 0.5 – 5.5 5.88 1.8 1.4

M3.5 0.6 – 6 6.44 2 1.6

M4 0.7 – 7 7.5 2.2 1.8

M5 0.8 – 8 8.63 2.7 2.3

M6 1 – 10 10.89 3.2 2.72

M8 1.25 M8 × 1 13 14.2 4 3.52

M10 1.5 M10 × 1 17 18.72 5 4.52

Range. DIN 439-1 (form A, without chamfer, product grade B) covers M1.6 to M10. Larger thin nuts: DIN 439-B (chamfered) / ISO 4035.

Configure at hbsfasteners.nl/products/hex-nuts.
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