IHES TECHNICAL DATASHEET - WASHERS
SOLUTIONS IN FASTENERS Round washers for HV bolting
DIN 6916 - successor standard EN 14399-6

LEGEND

di1 Inner diameter

- i ff——i— d2 Outer diameter
Thickness

Chamfer, nom. = min.
QOuter chamfer, approx.

d2 e x 45°

DIMENSIONS IN MM

D1 D2 H c =
NOMINAL SIZE FOR THREAD WEIGHT KG / PIECE
MIN. MAX. MAX. MIN. NOM. MAX. MIN. NOM. APPROX.

13 M12 13 13.27 24 23.48 3 3.3 2.7 1.6 0.5 0.00703
17 M16 17 17.27 30 29.48 4 4.3 3.7 1.6 1 0.0146
21 M20 21 21.33 37 36.38 4 4.3 3.7 2 1 0.0196
23 M22 23 23.33 39 38.38 4 4.3 3.7 2 1 0.0243
25 M24 25 25.33 44 43.38 4 4.3 3.7 2 1 0.0306
28 M27 28 28.62 50 49 5 5.6 4.4 2.5 1 0.0502
31 M30 31 31.62 56 54.8 5 5.6 4.4 2.5 1 0.0632
37 M36 37 37.62 66 64.8 6 6.6 5.4 3 1.5 0.115

Use. For HV bolts DIN 6914 and nuts DIN 6915.
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