
T E C H N I C A L  D ATA S H E E T  ·  S P E C I A L S

T-head bolts with large head
DIN 7992:2010 · M24 – M100 × 6

k

b

l

d

L E G E N D

d Nominal thread diameter
P Thread pitch
b Thread length
k Head height
l Nominal length
h, s, r Dimensions to DIN 7992

D I M E N S I O N S  I N  M M  ·  W E I G H T S  I N  K G ,  A P P R O X .

THREAD D PITCH P B H K S R MIN. HEAD WEIGHT KG WEIGHT PER 20 MM LENGTH, KG

M24 3 100 18 18 65 1.6 0.205 0.071

M30 3.5 120 20 22 75 1.6 0.36 0.111

M36 4 140 25 25 85 2 0.555 0.16

M42 4.5 170 30 30 95 2 0.85 0.218

M48 5 200 30 35 110 2 1.34 0.284

M56 5.5 220 30 40 125 3 2 0.386

M64 6 240 30 50 140 3 3.21 0.506

M72 × 6 6 260 30 55 155 4 4.4 0.64

M80 × 6 6 290 30 60 170 4 5.8 0.79

M90 × 6 6 320 30 70 185 4 8.3 0.998

M100 × 6 6 350 30 75 205 5 11 1.23

Bolt weight ≈ head weight + (length ÷ 20 mm) × weight per 20 mm.

Configure at hbsfasteners.nl/products/engineered.
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