IHEF TECHNICAL DATASHEET - STUD BOLTS
SOLUTIONS IN FAS=TENERS Stud bolts, metric thread
DIN 976-1:2016

LEGEND
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P Thread pitch
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THREADS - DIMENSIONS IN MM

THREAD D PITCH P, COARSE FINE THREAD
M2 0.4
M2.5 0.45
M3 0.5
(M3.5) 0.6
M4 0.7
M5 0.8
M6 1
M8 1.25 M8 x1
M10 1.5 M10x1.25-M10x 1
M12 1.75 M12x1.25-M12x1.5
(M14) 2 M14x1.5
M16 2 M16x1.5
(M18) 2.5 M18x1.5
M20 2.5 M20x 1.5
(M22) 25 M22x 1.5
M24 3 M24 %2
(M27) 3 M27x2
M30 3.5 M30 %2
(M33) 3.5 M33 x2
M36 4 M36 x 3
(M39) 4 M39x 3
M42 4.5 M42 x 3
(M45) 4.5 M45 % 3
M48 5 M48x 3
(M52) 5 M52 x 3
M56 5.5 M56 x 4
(M60) 5.5 M60 x 4
M64 6 M64 x 4
(M88) 8 MB8 x 4
M72 M72 x6

Sizes in brackets are non-preferred.

Configure at hbsfasteners.nl/products/stud-bolts.

HBS Solutions B.V. - Koperstraat 1, 1362 JB Almere, the Netherlands - +31(0)36 20 02 680 - sales@hbssolutions.nl - hbsfasteners.nl  HBS-TDS-DIN9761- Rev. A - October 2026
IS0 9001:2015 certified (TUV NORD)- Dimensions for information only - the current edition of the standard governs. Page 1of 1



