
T E C H N I C A L  D ATA S H E E T  ·  S O C K E T  S C R E W S

Hexagon socket button head screws
ISO 7380-1:2011 · DIN EN ISO 7380-1 (formerly DIN 7380)
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d Nominal thread diameter
P Thread pitch
dk Head diameter
k Head height
s Hexagon socket size
e Socket across corners, min.
t Socket depth, min.
l Nominal length

D I M E N S I O N S  I N  M M

THREAD D PITCH P
DK S E K T

MAX. MIN. NOM. MIN. MAX. MIN. MIN.

M3 0.5 5.7 5.4 2 2.3 1.65 1.4 1.04

M4 0.7 7.6 7.24 2.5 2.87 2.2 1.95 1.3

M5 0.8 9.5 9.14 3 3.44 2.75 2.5 1.56

M6 1 10.5 10.07 4 4.58 3.3 3 2.08

M8 1.25 14 13.57 5 5.72 4.4 4.1 2.6

M10 1.5 17.5 17.07 6 6.86 5.5 5.2 3.12

M12 1.75 21 20.48 8 9.15 6.6 6.24 4.16

M16 2 28 27.48 10 11.43 8.8 8.44 5.2

Range M3 to M16, product grade A.

Configure at hbsfasteners.nl/products/socket-head-cap-screws.
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